
 orchard tractor
 new millennium.
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Key: � standard   ○ option   – not available
 * Manufacturer’s estimate

REX 80
F / GT

 SPEED POWER
 FIVE SHUTTLE

REX 90
F / GT

 SPEED POWER
 FIVE SHUTTLE

REX 100
F / GT

 SPEED POWER
 FIVE SHUTTLE

REX 105
F / GT

 SPEED POWER
 FIVE SHUTTLE

Engine
Perkins Tier 3 direct-injection engine 1104D-44 1104D-44T 1104D-44T 1104D-44T
max. power (ISO) hp/kW 74/54,5 83/61 92,5/68 98,5/72,5
net PTO power (ISO)  hp/kW 68,5/50,5* 77/56,5* 85,5/62,5* 91/67*
max. torque lb. (Nm) 188,5 (256) 254 (345) 282,5 (384) 282,5 (384)
displacement cu. in. (cm3) 268 (4400) 268 (4400) 268 (4400) 268 (4400)
nr. of cylinders / turbocharged 4 / no 4 / yes 4 / yes 4 / yes
fuel tank capacity  F models std+opt gal. (lt) 11+6.6 opt (43+25 opt) 11+6.6 opt (43+25 opt) 11+6.6 (43+25) 11+6.6 (43+25)
fuel tank capacity  GT model std+opt gal. (lt) 17.3+6.6 opt (65+25 opt) 17.3+6.6 opt (65+25 opt) 17.3+6.6 (65+25) 17.3+6.6 (65+25)

Clutch
independent dry dual clutch inch  11  11  12  12 
mechanically operated  �  �  �  � 
multi-disc wet clutch   �   �   �   �

De-clutch Control: clutch control by button �   �   �   �

Transmission
Speed Five+mech. rev. shuttle: 15FWD+15REV  �  �  �  � 
Speed Five+creeper+mech.rev. shuttle: 20FWD+20REV  ○  ○  ○  ○ 
Speed Five+creeper+hydr.rev. shuttle: 20FWD+20REV   �   �   �   �

Power Five+Speed Five+creeper: 40FWD+40REV   ○   ○   ○   ○

Reverse Power Shuttle: reverse shuttle under load   �   �   �   �

Power take-off
power-assisted mechanical engagement  �  �  �  � 
oil-immersed multi-disk Hydra P.T.O.   �   �   �   �

electrohydraulic engagement   �   �   �   �

2 speeds 540/1000 rpm ○ ○ ○ ○

2 speeds 540/750 rpm � � � �

4WD front axle
electrohydraulic 4WD engagement � � � �

max. steering angle 55° 55° 55° 55°
Twin-Lock electrohydraulic diff-locks � � � �

Brakes
IBS Integral Braking System � � � �

Hydraulic power lift
mechanically operated � � � �

electronically operated “Landtronic” power lift ○ ○ ○ ○

std lifting capacity lb. (Kg) 5700 (2600) 5700 (2600) 5700 (2600) 5700 (2600)
hydraulic flow @ remote GPM (lt/min) 13.8 (52.3) 13.8 (52.3) 13.8 (52.3) 13.8 (52.3)
total hydraulic flow GPM (lt/min) 21.6 (82.2) 21.6 (82.2) 21.6 (82.2) 21.6 (82.2)
std auxiliary valves No. 2 F - 3 GT 2 F - 3 GT 2 F - 3 GT 2 F - 3 GT
flow selector ○ ○ ○ ○

triple pump + 3 front aux. valves + joystick ○ ○ ○ ○

Weights and dimensions
 (in running order)

REX 80
 F GT

REX 90
 F GT

REX 100
 F GT

REX 105
 F GT

with tyres  14.9R24 14.9R24  14.9R24 14.9R28  14.9R24 14.9R24  14.9R24 14.9R24
A length 2WD/4WD in  157,8 157,8  157,8 157,8  157,8 157,8  157,8 157,8
B  min. width in  51,9 58,2  51,9 57,7  51,9 58,2  51,9 58,2
C wheelbase 2WD in  85,6 –  85,6 –  85,6 –  85,6 –
C  wheelbase 4WD in  84 84  84 84  84 84  84 84
D height over cab in  88,6 88,6  88,6 90,5  88,6 88,6  88,6 88,6
E ground clearance in  10,5 10,5  10,5 12  10,5 10,5  10,5 10,5
weight 2WD + (286 lb. cab) lb  5753 –  5753 –  5753 –  5753 –
weight 4WD + (286 lb. cab) lb  6259 6303  6259 6303  6259 6303  6259 6303
A length 2WD/4WD mm  4009 4009  4009 4009  4009 4009  4009 4009
B  min. width mm  1319 1479  1319 1465  1319 1479  1319 1479
C wheelbase 2WD mm  2174 –  2174 –  2174 –  2174 –
C  wheelbase 4WD mm  2134 2134  2134 2134  2134 2134  2134 2134
D height over cab mm  2250 2250  2250 2300  2250 2250  2250 2250
E ground clearance mm  265 265  265 310  265 265  265 265
weight 2WD + (130 kg cab) Kg  2615 –  2615 –  2615 –  2615 –
weight 4WD + (130 kg cab) Kg  2845 2865  2845 2865  2845 2865  2845 2865
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Landini is a trademark of Argo Tractors S.p.A.
via G. Matteotti, 7 | 42042 Fabbrico [RE] Italia
t. +39.0522.656.111 | f. +39.0522.656.476
webmaster@argotractors.com
www.argotractors.com
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Rex
  

80 - 90 - 100 - 105 F /GT 
SPEED FIVE - POWER SHUTTLE

CAB



New Rex Cab, the  
of the

The new millennium that has just begun sees the 
Rex series completely renovated to maintain its leading 
position in the orchard specialty tractor sector.

The new Rex tractors have been largely redesigned 
to offer a basic transmission combined with a variety 
of transaxle, front and rear axle solutions and different 
wheelbase and track dimensions. The series comes in two 
models designed for specific applications:
• F model: (narrow orchard) ideal for work in small-sized 
narrow orchards 
• GT model: (large orchard) for use in standard orchards 
and in open field.

The new Perkins 1104D 4-cylinder engines compliant 
with “TIER 3” standards provide high fuel efficiency, 
low noise and reduced emissions. The new five-speed 
transmission is available in two versions: mechanical 
(Speed Five) and hydraulic (Power Five) with De-clutch 
Control and Power Shuttle.

Featuring  a highly versatile hydraulic system, the new 
tractors  are equipped with a hydraulic PTO for enhanced 
implement performance. The front axle provides a wide 
steering angle for improved tractor manoeuvrability and 
is equipped with integral braking system for optimum 
braking performance.

 
The tractor excellent performance and functionality 

are enhanced by the comfort of the “Total View” cab 
featuring all-glass side doors hinged onto the rear post 
for all-round visibility. 

The air-conditioning installed on the cab roof, the new 
digital instrument panel and the intuitive controls arranged 
in ergonomic position maximize the driving comfort.

In line with the Landini family style, the hood features 
round headlights and rear tilting providing easy access to 
the engine for routine service.
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4 new Perkins 1104D series “TIER 3” 
engines with forward tilting hood

The new Perkins 1104D (4-cylinder) aspirated 
and turbocharged engines, deliver 74 - 83 - 92,5  
and 98.5 HP (ISO).

They offer high torque backup, improved fuel 
efficiency, low noise and reduced emissions.

The forward tilting hood provides easy access 
to the engine for routine service and maintenance 
(fig. A).

Front axle of latest generation 
The Rex series offers a choice of two front 

axles: narrow for the REX F models and large for 
the REX GT model. 

Both axles feature four-wheel drive and 55° 
steering angle. The oil-immersed disc brakes, 
combined with the action of the rear brakes, 
ensure effective integral braking on all four 
wheels (fig. B).

For the F model a 2WD front axle is also available. 

Dashboard with digital instruments and 
on-board computer  

The stylish dashboard features digital 
instruments allowing simple and fast reading of 
all the information necessary for proper use of 
the tractor and implements. 

The dashboard is further equipped with an 
on-board computer for automatic calculation of 
the worked surface area (fig. C). 

Power Five transmission (40FWD+40REV) 
with De-Clutch Control and Reverse 
Power Shuttle.

The Power Five transmission (splitter gear with 
HI-LO electrohydraulic engagement for 20% speed 
reduction) enables the number of gears of the basic 
transmission to be doubled using the green pushbutton 
integrated in the gear lever (fig. D). Power Five + Speed 
Five (basic transmission) + Creeper + Reverse Power 
Shuttle for a total number of 40FWD+ 40REV speeds. 
The De-clutch Control (orange pushbutton integrated 
in the gear lever) (fig. D) and the Reverse Power Shuttle 
(lever applied to the steering wheel) (fig. E), enable 
clutchless engagement and reversal of all gears.



Two specialised versions to suit all di



LL

dimensional and performance needs. 

“Total View” cab for all-round visibility 
The most outstanding feature of the Rex Cab tractor is 

the all-round visibility of the “Total View” cab provided by 
the all-glass side doors hinged onto the rear post. 

The interiors, stylish and accurately finished, are 
largely made using the modern composite materials of 
automotive design.

All controls are arranged in a comfortable and intuitive 
position, according to current ergonomic standards. 

The adjustable seat, the hydraulic steering and the 
height adjustable steering wheel further improve the 
tractor manoeuvrability. 

The heating/ventilation and air-conditioning system 
is installed on the cab roof and integrated by a filter 
designed to purify the air inside the cab with consider-
able benefits for the driver in terms of comfort, safety 
and health. Natural ventilation is ensured by the openable 
front and rear windscreens (fig. L).




